Filaments Zortrax : Z—- PETG

Caracteristiques :

Le Z-PETG est quand a lui un matériau trés résistant aux
acides, alcalins et au sel. Il s’agit d’'un matériau durable et tres
polyvalent a base de PET couramment utilisé dans la réalisation
de bouteilles en plastique. Il peut étre utilisé pour réaliser un
grand nombre de pieces et leur offre une durée de vie élevée
méme en exterieur. |l vous permettra de réaliser des objets ou
des pieces destinées a rester en extérieur face aux conditions
météorologiques. Les pieces ou objets ainsi imprimeés
bénéficient d’'une excellente durée de vie et sont résistants au
contact de fluides telles I'huile ou la graisse, ce qui le rend idéal
pour des prototypes mécaniques en usage reel.

Le Z-PETG est un filament ABS trés résistant au sels, aux
acides et aux solutions basiques concentrées. Il est
particulierement excellent pour la création de pieces
mécaniques exposeées a des produits chimiques. A utiliser donc
pour du prototypage diversifié dans un environnement exigeant!

Recommandations :
Reglages Z-PETG
Applications:

* Parts required being resistant to salts, acids, alkalis, and solvents
* Machine components

* Elements requiring resistance to greases and oils

* Packaging prototypes

* Prototypes of mechanical parts
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MATERIAL DATA SHEET

Material Data Sheet: Z-PETG

Flexural Modulus

2.10 GPa
Thickness 3.20 mm

304 ksi
Thickness 0.126 in

Specific Gravity 1.27 g/cm 3 10.598 Ibs/gal ASTM D792
Maximum Moisture 0.013% 0.013% ASTM D570
Content
50 MP 7252 psi Somm/min
Tensile Strength at Yield . a . p§| (2 inch/min);
Thickness 3.20 mm Thickness 0.126 in
ASTM D638
50mm/min
29.4 MPa 4264 psi
Tensile Strength at Break i i p' (2 inch/min);
Thickness 3.20 mm Thickness 0.126 in ASTM D638
50mm/min
Elongation at Yield 4.5 % 4.5 % (2 inch/min);
ASTM D638
50 i
, 180 % 180 % Omm/min
Elongation at Break ik ik . (2 inch/min);
Thickness 3.20 mm Thickness 0.126 in ASTM D638
1.27 i
68.6 MPa 9950 psi /mm/min
Flexural Strength (0.05 inch/min);
Thickness 3.20 mm Thickness 0.126 in

ASTM D790

1.27mm/min
(0.05 inch/min);

ASTM D790

Rockwell Hardness 108 108 ASTM D785
1.05 J/cm 1.97 ft-Ib/in

Izod Impact, Notched Thickness 3.20 mm, Thickness 0.126 in, ASTM D256

Temperature 23.0 °C Temperature 73.4 °F

Melting Point 225°C 437 °F ASTM D3418
Heat Distorti 70°C 158 °F

ea Istortion ASTM D648
Temperature at 0.455 MPa at 66 psi

The information presented are typical values intended for reference and comparison purposes only. They should not be used for design specifications or quality control purposes.
Final properties of the material can be impacted (+/-) by part design, end-use conditions, test conditions, etc. Actual values will vary with build conditions. Product specifications
are subject to change without notice.

The performance characteristics of these materials may vary according to application, operating conditions, or end-use. Each user is responsible for determining that the Zortrax
material is safe, lawful and technically suitable for the inttended application, as well as for identifying the proper disposal (or recycling) method consistent with applicable environ-
mental laws and regulations. Zortrax makes no warranties of any kind, express or implied including but not limited to the warranties of merchantability, fitness for a particular use.



